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Viscosity modifying admixture.

Intended use or uses of the construction product, in accordance with the applicable harmonised 

technical specification, as foreseen by the manufacturer:

2 + 

System or systems of assessment and verification of constancy of performance of the construction 

product as set out in Annex V

according Annex III of the Regulation (EU) No 305/2011        

Master Builders Solutions Polska Sp. z o.o.

DECLARATION OF PERFORMANCE

No.: MYS/925

Unique identification code of the product-type:

MasterLife SRA 925

The notified body: 2311 

Instytut Materiałów Budowlanych 

i Technologii Betonu Sp. z o.o. 
Palisadowa 20/22 Str., 01-940 

Warszawa phone +48 22 614 09 75, 

fax. +48 22 811-06-15

EN 934-2:2009+A1:2012

#N/D

The reference harmonised standard:

The manufacturer:

Kazimierza Wielkiego 58 Str., 32-400 Myślenice

phone.: +48 12 372 80 00, mail: budownictwo@masterbuilders.com

 Myślenice Production Site



6.

Chloride content

30.06.2023

NPD

NPD

Segregated portion SR

Alkali content

Dangerous substances

Contains only ingredients according to 

EN 934-1:2008, Annex A.1.

Myślenice,

Durability

Corrosion behaviour

NPD - no performance determinted

Signed for and on behalf of the manufacturer by

Declared performance:
No.: MYS/925

Essential characteristics Performance

≤ 0,10 % by mass

≤ 0,03 % by mass

Control mix ≥ 15% and SR ≤ 30%; 

Test mix SR 70% of the value obtained 

with the control mix

The performance of the product identified above is in conformity with the declared performance. This 

declaration of performance is in conformity with regulation UE no. 305/2011 and issued under the sole 

responsibility of the manufacturer identified above.

7.

Compressive strength

Air content in fresh concrete

At 28 days: tets mix ≥ 80% of control 

mix

Test mix 2% (by volume) above control 

mix.

Michał Król, Site Manager


