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WATER-REDUCING

MasterPozzolith 2020

250 - 400mL/100kg CEM ‘ 5-10% ‘ Y-N ‘ sooee ‘ soee ‘ ssoee ‘ oo ‘ soee ‘ soe ‘ soe ‘ Linear response
MasterPolyheed 8875
250 - 400mL/100kg CEM 5-10% Y_-N ceee cee ceee .o ceee .o cee

MasterPolyheed 8820

300 - 1200mL/100kg CEM ‘ 10 - 14% Y-N socee socee soee eoe soee soee soee Superior slump retention
MasterPolyheed 8830

300 - 800mL/100kg CEM ‘ 10 - 14% ‘ Y-N ‘ eoeee ‘ eee ‘ eee ‘ eoee ‘ eoee ‘ o ‘ oo ‘ Superior finishing
MasterPolyheed 8840

300 - 1200mL/100kg CEM ‘ 10 - 14% ‘ Y-N ‘ eoces ‘ o ‘ eoee ‘ eee ‘ eoee ‘ oo ‘ eeee ‘ Excellent pumping and finishing

MasterPolyheed 8960

Improved performance with man.
sands and decreased mix times

- /

300 - 1400mL/I00kg CEM

10 - 149% Y-N eccoe oo eccoce | oo XY XY ecce XY XY

e e o oo 4+ Specifically Formulated for Application ~ eeeee Excellent eeee Very Good eee Good e Fair ¢ NotRecommended
Y Alyear S Summer W Winter I Improved N Neutral D Delayed CEM Cementitious Material BWC By Weight of Binder  NA Not Applicable
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HIGH-RANGE WATER-REDUCING

MasterGlenium ACE 8710

600 - 1200mL/100kg CEM ‘ 15-40% ‘ Y -1 ‘ e ‘ eoe ‘ soee ‘ soccet ‘ soece ‘ oo ‘ soece ‘ High early strength for Precast
MasterGlenium ACE 35

High early strength for Precast

600 - 1200mL/I100kg CEM and SCM usage

|5 -40% Y | eccee oo ecce (XYY S eecoce oo eccece

MasterGlenium SKY 8100

300 - 800mL/I00kg CEM ‘ 15 -40% Y-N eccee eoee eoee eecee eocee oo eccee High early strength
MasterGlenium SKY 8700

300 - 1000mL/100kg CEM ‘ 15-40% ‘ Y-N ‘ secee ‘ socee ‘ seee ‘ soee ‘ soee ‘ soee ‘ sccee ‘ Superior slump retention
MasterGlenium SKY 8708

350 - 700mL/I00kg CEM 15 - 40% Y_N cosss cosoet coss cosss coss coss cooos S%Zi%i;j#;i;zti:;zn'
MasterGlenium SKY 8379

200 - 800mL/100kg CEM ‘ 15-40% ‘ Y-N ‘ eecee ‘ eoee ‘ eeecece ‘ eecee ‘ eeee ‘ eeee ‘ eocee ‘ Improved concrete surface finish
MasterGlenium SKY 8455

300 - 700mL/100kg CEM 15-40% Y-D eccee eecee eoee ceee eocee eoe eocee Moderate slump retention

MasterAir 905

40 - 400mL/m? ‘ NA ‘ Y-N ‘ eoee ‘ NA ‘ eee ‘ . ‘ oo ‘ oo ‘ eee ‘ Low solids/dilute
MasterAir 940

10 - 100mL/m? ‘ NA ‘ Y_N ‘ cooe ‘ NA ‘ ooe ‘ . ‘ oo ‘ oo ‘ coo ‘

- /
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AIR-DETRAINING
MasterFinish 790

15 - 300mL/I00kg CEM NA Y_N . NA vee eee cooe cooe coee Improved concrete density

and surface finish

MasterSet RT 122

100 - 300mL/100kg CEM ‘ NA ‘ ) ‘ . ‘ ‘
MasterRoc HCA 20/30

Long-term hydration control
- 9 — XX ecoe . eoe eee XYYy
MasterSet Delvo Easy

0.2-2.0% BWC NA Y-D NA eoe soee . ooe

Ready-to-use powdered form

MasterSet AC 102

Up to 4000mL/100kg CEM ‘ NA ‘ Y -1 ‘ oo ‘ oo ‘ oo ‘ soee ‘ oo ‘ o ‘ . ‘ Chloride based
MasterSet AC 534

300 - 1500mL/100kg CEM ‘ NA ‘ W1 ‘ (] ‘ oo ‘ (] ‘ oo ‘ L] ‘ L] ‘ L] ‘ Non-chloride
MasterSet AC 800
300 - 1200mL/100kg CEM ‘ 5-10% ‘ W1 ‘ eoee ‘ oo ‘

eoe ‘ Non-chloride water-reducing

e e o oo 4+ Specifically Formulated for Application ~ eeeee Excellent eeee Very Good eee Good e Fair ¢ NotRecommended
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VISCOSITY MODIFYING

MasterMatrix 220
0.5- |5|<g/t’ﬂ3 ‘ NA ‘ Y-N ‘ eoe ‘ oo ‘ xxx) ‘ X ‘ X ‘ eoe ‘ XX ‘

MasterMatrix 362

150 - 1000mL/100kg CEM NA Y-N . .

WORKABILITY RETAINING
MasterSure 1008

|50_350m|_/|ookgCE|\/| NA Y -N eooe (XXX Y S ecce ece e eoe LX)

PUMP AID

MasterMatrix 614
200 - 1000mL/100kg CEM NA Y-N coese oo coese . . oo

MasterLife SRA 200

2000-6000kg/m3 NA Y-D eoe eoe ecoe . . eccce eecoce

MasterLife 2006

0.65kg/m’ ‘ NA ‘ Y-N ‘ eee ‘ NA ‘ oo ‘ oo ‘ oo ‘ o ‘ secce ‘ Ready-to-use powdered form
MasterLife CI 30
10000 - 30000mL/m? ‘ NA ‘ Y- ‘ e ‘ NA ‘ oo ‘ eee ‘ oo ‘ . ‘ eocee | ‘
MasterLife SF 100

Recommended for use with a
High Range Water Reducer

- /

5_ |5%BWC NA Y_N oo NA XX (XX XY S ecece | X} eccee
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WATERPROOFING

MasterLife 300D

Ready to use powdered

29% BWC NA Y-D oo NA ece oo e ecce eccoe | N
crystalline waterproofer

LOW VISCOSITY CONCRETE
MasterEase 3000
200_600m|_/|00kgCEM 5-10% Y-N eccece oo eccoce | LX) ecoe LX) XY XY

Master X-Seed 1500

1000 - 2500mL/100kg CEM NA Y -1 eoee NA eeee eecee eecee oo eeece Improved CO, footprint

MasterMatrix UW 440

Specifically developed for

- 3 — eoe ecce eee Xy ecoe
1:5 - 3.Okg/m NA =N NA NA underwater concrete

NO-SLUMP CONCRETE PLASTICISER

MasterCast 1102

200 - 550mL/I00kg CEM NA Y-N eooe NA NA eoee soee NA soeee Best suited for MCP production

- /
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CLSM CONCRETE

MasterCell 25
| Large Bag/m® <50% Y-N eocee NA eoce NA NA oo oo Flowable fill admixture

HYDROPHOBIC CONCRETE

MasterPel 240

Efflorescence control
for MCP production

130 - 325mL/100kg CEM NA Y-N eee NA NA eee eee NA eeee

MasterFiber M 018

|8mm non-structural

3 oo oo oo cooe
0.6kg/m NA Y-N NA NA NA monofilament fibre

MasterFiber F 018

|8mm non-structural

0.9kg/m3 NA Y-N NA NA NA fibrillated fibre

MasterFiber 051 ‘

5Imm non-structural

3 — LX) LX) ecoe eccoce
0.9kg/m NA Y-N NA NA NA fbrillated fibre

MasterFiber 143 ‘

47mm structural fibre

- 3 — eee eee Xy eccee
4 - okg/m NA T-N NA NA NA * for precast/flooring

MasterFiber 141

65mm structural fibre
for shotcrete

- /

5 - Tkg/m? NA Y-N . NA NA NA ceseey
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CONTACT USs:

Australia
MB Solutions Australia Pty Ltd
Freecall: 1300 227 300

New Zealand
MB Solutions New Zealand Ltd
Freecall: 0800 334 877

The data contained in this publication are based on our current knowledge and experience. They do not constitute the agreed contractual quality of the product and, in view of the many factors that may affect processing and application of our products, do not relieve processors from carrying out
their own investigations and tests. The agreed contractual quality of the product at the time of transfer of risk is based solely on the data in the specification data sheet. Any descriptions, drawings, photographs, data, proportions, weights, etc. given in this publication may change without prior information.
It is the responsibility of the recipient of our product to ensure that any proprietary rights and existing laws and legislation are observed (02/2014).

® Registered trademark



