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Material Description 

MasterCast 1102 is a ready to use admixture formulated for 
use in no-slump concrete fabrication processes.  MasterCast 
1102 admixture imparts a slick characteristic to the dry mix for 
concrete processes such as plank or tile extrusion and enables 
a faster production rate as a result.  Concrete products 
containing MasterCast 1102 admixture show fewer surface 
irregularities and have a rich, dense surface appearance.  
MasterCast 1102 admixture is especially suited for dry cast 
concrete pipe production.  This admixture is accurately 
delivered through dispensing systems provided and maintained 
by Master Builders Solutions. 
 

Areas of Application 

 Dry cast concrete pipe 
 Extruded concrete planking 
 Extruded concrete roof tile 
 Other miscellaneous no-slump concrete products 

 

Characteristics and Benefits 

Production Benefits 
 Improves both early and later age compressive strength 
 Enables a faster rate of concrete product fabrication 
 Improves cohesion and dimensional stability 
 Can reduce amount of patching or hand trowelling 
 Resistance to compaction or extrusion is decreased 
 Lubricates the mix to reduce abrasion of product forming 

parts 
 
Improved Appearance 
 Dispersing action of MasterCast 1102 admixture provides 

improved colour consistency 
 Improved moldability reduces surface tears or other 

imperfection 
 Produces denser, closed surfaces 

 
 
 
 

Economic Benefits 
 Improved cement dispersion can reduce the amount 

required for a given strength 
 Increased production level reduces overall per-unit cost 
 Reduced defects lead to increased profitability 

 

Quantity to Use 

MasterCast 1102 admixture is recommended for use at a rate 
of 200 to 550 ml per 100kg of cementitious material. 
 

Dispensing 

To obtain maximum efficiency, add MasterCast 1102 
admixture after wetting of aggregates and cement with 75% of 
mixing water.  Under no circumstances should this admixture 
be dispensed on top of dry cement.  Allow at least 1½ minutes 
mixing after addition of MasterCast 1102. 
 

Packaging 

MasterCast 1102 is available in 1000 litre pallecons. 
 

Storage & Shelf Life  

Keep only in the original container in a cool, dry, well- 
ventilated place away from ignition sources, heat or flame. 
Protect from direct sunlight. 
MasterCast 1102 has a shelf life of 12 months. 
 

Precautions 

For the full health and safety hazard information and how to 
safely handle and use this product, make sure that you obtain 
a copy of the Safety Data Sheet (SDS) from our office or 
website. 

MasterBrace 1446 
Thixotropic epoxy mortar and adhesive for high build applica�ons esive 
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Disclaimer 

MasterCast-1102-ANZ-V9-0523 

STATEMENT OF  
RESPONSIBILITY  

The technical information and application advice given in this MB Solutions Australia Pty Ltd publication are based on the 
present state of our best scientific and practical knowledge.  As the information herein is of a general nature, no assumption 
can be made as to a product's suitability for a particular use or application and no warranty as to its accuracy, reliability or 
completeness either expressed or implied is given other than those required by law. The user is responsible for checking 
the suitability of products for their intended use and for ensuring that the application and use of the product is in accordance 
with the manufacturer’s guidelines and recommendations. 

NOTE 
Field service where provided does not constitute supervisory responsibility.  Suggestions made by MB Solutions Australia 
Pty Ltd either orally or in writing may be followed, modified or rejected by the owner, engineer or contractor since they, 
and not MB Solutions Australia Pty Ltd, are responsible for carrying out procedures appropriate to a specific application. 

MB Solutions Australia Pty Ltd 
ABN 69 634 934 419 
Unit 102, 2 Burbank Place 
Norwest NSW 2153 
 
Freecall: 1300 227 300 
www.master-builders-solutions.com/en-au 

MB Solutions New Zealand Ltd 
45C William Pickering Drive 
Albany, Auckland  
New Zealand 
 
Phone: +64 9 414 7233 

Emergency Advice: 
1300 954 583 within Australia (24hr) 
0800 001 607 within New Zealand 
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