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This product application guide has been 
 developed to provide an overview of the unique 
 solutions developed by Master Builders Solutions 
for achieving maximum  performance in power 
floated concrete. 

Definition
Power floated concrete is a  concrete finish achieved 
 using a machine designed to smooth, and to a certain 
extent,  level a newly laid concrete floor, once all bleed 
water has  evaporated. When  carried out correctly,  power 
 floated concrete  produces a smooth, very dense and 
hard-wearing surface finish,  suitable for highly trafficked 
areas.

Power float machines use large rotating circular pans or 
large flat metal floats to achieve a smooth, dense and 
level surface finish to in-situ concrete. Power floating is 
generally carried out once the concrete has hardened 
as the concrete needs to take the weight of the machine 
and operator. The machine sits on top of the concrete in 
a similar manner to a hovercraft with the circular pans 
or large flat metal floats underneath, which rotate at a 
very high speed. The pans/floats spin and polish out all 
 imperfections to achieve a smooth and shiny finish. As 
a  general rule, the more passes you have with a power 
float, the smoother the floor will be.

Application

Typical uses and applications for power floated 
 concrete include heavy duty industrial flooring slabs in:

• Warehouses 

• Factories 

• Retail facilities/outlets

Advantages
• Smooth and polished surface - One of the benefits of 

power floated  concrete is its aesthetic finish. Power 
 floating results in a smooth and polished surface 
which gives the floor an attractive shine.

• Increased durability - Power floated concrete bears 
the weight of heavy machinery such as forklifts 
 extremely  
effectively, making it the perfect choice for industrial 
flooring.

• Resistant to cracking - Power floating essentially 
recompacts the concrete, and plastic-shrinkage 
cracking,  
potentially caused by the concrete drying too  quickly, 
is closed together again.

• Dust-free - A power float finish creates a dense 
surface where the surface is heavily compacted, 
eliminating the dust that is often a problem with 
 unfinished concrete floors.
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Master Builders Solutions

The Master Builders Solutions brand brings all of our 
expertise together to create chemical solutions for 
new construction, maintenance, repair and renovation 
of structures. Master Builders Solutions is built on the 
experience gained from more than a century in the 
construction industry. The know-how and experience of  
a global community of construction experts form the core  
of Master Builders Solutions. 

We combine the right elements from our portfolio to solve 
your specific construction challenges. We collaborate across 
areas of expertise and regions and draw on the experience 
gained from countless construction projects worldwide. 
We leverage global technologies, as well as our in-depth 
knowledge of local building needs, to develop innovations 
that help make you more successful and drive sustainable 
construction.

The comprehensive portfolio under the Master Builders 
Solutions brand encompasses concrete admixtures, 
cement additives, solutions for underground construction, 
waterproofing solutions, sealants, concrete repair & protection 
solutions, performance grouts, performance flooring 
solutions and solutions for on- and offshore wind energy.

Our comprehensive portfolio

 Concrete admixtures
 Cement additives
 Chemical solutions for underground construction
 Waterproofing solutions
 Sealants
 Concrete repair and protection solutions
 Performance grouts
 Wind turbine grouts
 Performance flooring solutions
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Power floated concrete offers the best option for 
smoothing large  concrete slabs and getting the slab 
to a hard, level finish. However, timing is crucial and 
if power floating is  undertaken too early, bleed water 
may be worked into the surface thereby  weakening it 
and leading to the risk of surface delamination. 

Therefore, before beginning the power floating  process, 
the concrete must be left to  partially set, having 
been levelled and tamped. The amount of setting 
time  necessary before power floating will depend 
on  variables such as concrete mix design, ambient 
 temperature and  humidity. A simple test for considering 
when to begin  floating is when the heal of a boot leaves 
only a slight impression of  approximately 3 – 4 mm. 

A more scientific method of determining the correct time 
to start power floating is to use a Humm-Sonde. This is 
a simple, but  effective, tool that measures the concrete’s 
resistance to surface penetration. 

The Humm-Sonde is used by placing the bottom tip 
on the concrete, the sliding weight is then raised and 
dropped 25 times and the depth of penetration into the 
concrete is then measured.  

Typically, a penetration depth of between 35 and 50mm 
equates to the time when the concrete is ready for power 
floating operations to  commence, with 40mm penetration 
being a typical value. Several readings should be taking 
across the concrete to obtain a representative value.

Power floating of air-entrained concrete should not 
be  undertaken due to the significant risk of surface 
 delamination.

MasterFinish SLB 101 has been specifically developed 
for use in power floated  concrete  applications. It’s unique 
 formulation is designed to  permit usage across a wide 
variety of concrete constituent  material types. Due to the 
nature of its  formulation,  MasterFinish SLB 101 gives a 
wide  operating window, and  tolerance to  minor  dosing 
equipment  variations. Preference is  always given to 
MasterFinish SLB 101  being  added during the  original 
 concrete mixing however, it can also be added at the job 
site  provided that the  resultant  concrete is mixed until fully 
 homogenised.

One of the major risks with using admixtures in 
 concrete’s that are to be power floated, is the  potential for 
 delamination to occur due to the natural method of action 
of modern water reducing admixtures.  MasterFinish SLB 
101 contains a unique chemical method of  reducing this 
delamination potential to as low as possible. 

Using MasterFinish SLB 101 also ensures that the impact 
on  concrete setting times is as neutral as  possible, with 
it causing neither undesired acceleration or undesired 
retardation.

Compatible Master Builders 
 Solutions Products 

MasterFinish SLB 101 is compatible and 
 recommended for use with MasterLife SRA 900 
 shrinkage reducing admixture for concrete and 
 MasterKure curing compounds for concrete surfaces.

Humm-Sonde tool

Challenges Solution
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Project Reference Relevant Hyperlinks

Project: LIDL UK Distribution Centre, Euro Central Business Park, Central Scotland 

Description: The project is Lidl’s largest  distribution  centre in the UK and was designed to meet the  demands of 
a BREEAM target of ‘very good’, meaning the centre will have a high level of energy and water  efficiency, and a 
 lower impact on the  environment. The  facility’s 624,000 sq. ft  concrete floor  needed to  withstand the intended traffic 
for years to come and  needed to be poured in  approximately 300m3  sections daily and finished by  power float. 
 Approximately 15,000m3 of  ready-mixed concrete, containing  MasterFinish SLB 101, was used to construct the 
 facility’s floor slab.

Applicator: Stanfords Industrial Flooring

Click here to learn more about

MasterFinish SLB 101

Water reducing admixture for the 
 production of industrial floor slabs with 

power floated concrete finishes

Click here to learn more about

Power Floated Concrete 
Project Reference

Water reducing admixture for the 
 production of industrial floor slabs with 

power floated concrete finishes

Click here to learn more about

The Humm-Sonde Tool:

A tool that measures the concrete’s 
resistance to surface penetration. 

Click here to learn more about

MasterLife SRA 900

Shrinkage reducing admixture 
for concrete

http://www.master-builders-solutions.com/en-gb/products/masterfinish/masterfinish-slb-101
https://assets.master-builders-solutions.com/en-gb/lidl%20uk%20distribuition%20centre.pdf
http://www.betonlexicon.nl/H/Humm-sonde
http://www.master-builders-solutions.com/en-gb/products/masterlife/%E2%80%8Bmasterlife-sra-900


 
  
QUANTIFIED SUSTAINABLE BENEFITS

  ADVANCED CHEMISTRY BY MASTER BUILDERS SOLUTIONS
 

Let the numbers do the talking: We have portrayed some of our most eco-efficient product  
solutions for concrete and precast production, construction, civil engineering, and flooring.

sustainability.master-builders-solutions.com

The data contained in this publication are based on our current knowledge and experience. They do not constitute the agreed contractual quality of the product and, in view of the many factors 
that may affect processing and application of our products, do not relieve processors from carrying out their own investigations and tests. The agreed contractual quality of the product at the time 
of transfer of risk is based solely on the data in the specification data sheet. Any descriptions, drawings, photographs, data, proportions, weights, etc. given in this publication may change without 
prior information. It is the responsibility of the recipient of our product to ensure that any proprietary rights and existing laws and legislation are observed (02/2021).

® = registered trademark of MBCC Group companies in many countries MBS-02-2021-AS-0095-EN

MasterAir
Complete solutions for air  
entrained concrete

MasterBrace
Solutions for concrete 
strengthening

MasterCast
Solutions for the manufactured 
concrete product industry

MasterCem
Solutions for cement manufacture

MasterEase
Low viscosity for high performance 
concrete

MasterEmaco
Solutions for concrete repair

MasterFinish
Solutions for formwork treatment  
and surface improvement

MasterFlow 
Solutions for precision grouting

MasterFiber 
Comprehensive solutions for fiber 
reinforced concrete

MasterGlenium
Solutions for high performance  
concrete

MasterInject
Solutions for concrete injection

MasterKure
Solutions for concrete curing

MasterLife
Solutions for enhanced  
durability

MasterMatrix
Advanced rheology control for  
concrete

MasterPel 
Solutions for hydrophobization, 
anti-efflorescence and  
surface protection

MasterPolyheed
Solutions for mid-range concrete

MasterPozzolith 
Solutions for water-reduced  
concrete

MasterProtect
Solutions for concrete protection

MasterRheobuild
Solutions for high strength 
concrete

MasterRoc
Solutions for underground 
construction

MasterSeal
Solutions for waterproofing  
and sealing

MasterSet 
Solutions for set control

MasterSphere 
Solutions for guaranteed  
freeze-thaw resistance

MasterSuna 
Solutions for sand and gravel  
in concrete

MasterSure
Solutions for extraordinary  
workability retention

MasterTop 
Solutions for industrial and  
commercial floors

Master X-Seed
Advanced accelerator solutions  
for concrete

Ucrete
Flooring solutions for harsh 
environments

Master Builders Solutions UK Ltd
Head Office: 
Swinton Hall Road, Swinton,
Manchester, M27 4EU
T: +44 (0) 161 727 6300
www.master-builders-solutions.com

Master Builders Solutions UK Ltd
Redditch Office: 
19 Broad Ground Road, Lakeside, 
Redditch, Worcestershire B98 8YP
T +44 (0)1527 512 255
www.master-builders-solutions.com
 

Master Builders Solutions
for the Construction Industry


