
Benefits

  MasterLife 300D at 2.0% by weight of cement provides lower capillary absorption and lower water penetration when 
compared to Barrier One at the manufacturer recommended dosage of 14 fl oz per 100 lb of cement.

  MasterLife 300D-treated concrete provides performance equivalent to Barrier One in terms of time of setting, compressive 
strength and moisture vapor evaporation rate (MVER).

MasterLife® 300D 
Admixture 
Comparison between MasterLife 300D and Barrier One

Mixture Proportions

                MasterLife  
           Control    300D       Barrier One

Cement – Type I (lb/yd3) 649 642 639 
(corrected for yield)  
w/cm 0.40 0.40 0.40

Admixture Dosage  
(per 100 lb of cement) 
MasterLife 300D, lb  2.0 
Barrier One, fl oz   14.0

The following graphs provide the comparison between the 
properties of concrete with MasterLife 300D and Barrier One.  
Hardened concrete tests were conducted at 28 days.
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Compressive Strength, ASTM C 39/C 39M
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MasterLife 300D Barrier One

Capillary Absorption, ASTM C 1585
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MasterLife 300D Barrier One

Water Penetration, Modified DIN 1048
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Master Builders Solutions Admixtures US, LLC 
23700 Chagrin Boulevard 
Beachwood, OH 44122 USA 
(800) 628-9990

Master Builders Solutions Canada, Inc 
1800 Clark Boulevard 
Brampton, Ontario L6T 4M7 CANADA 
(289) 360-1300

master-builders-solutions.com/en-us 
admixtures@masterbuilders.com

LIMITED WARRANTY NOTICE: We warrant our products to be of good quality and will replace or, at our discretion, refund 
the purchase price of any products proved defective. Satisfactory results depend not only upon quality products, but also upon many 
factors beyond our control. Therefore, except for such replacement or refund, MASTER BUILDERS SOLUTIONS MAKES NO 
WARRANTY OR GUARANTEE, EXPRESS OR IMPLIED, INCLUDING WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE 
OR MERCHANTABILITY, RESPECTING ITS PRODUCTS, and Master Builders Solutions shall have no other liability with respect thereto. 
Any claims regarding product defect must be received in writing within one (1) year from the date of shipment. User shall determine the 
suitability of the products for the intended use and assume all risks and liability in connection therewith. Any authorized change in the printed 
recommendations concerning the use of our products must bear the signature of the Master Builders Solutions Technical Manager.

This information and all further technical advice are based on Master Builders Solutions’ present knowledge and experience. However, 
Master Builders Solutions assumes no liability for providing such information and advice including the extent to which such information 
and advice may relate to existing third party intellectual property rights, especially patent rights. MASTER BUILDERS SOLUTIONS 
SHALL NOT BE RESPONSIBLE FOR CONSEQUENTIAL, INDIRECT OR INCIDENTAL DAMAGES (INCLUDING LOSS OF 
PROFITS) OF ANY KIND. Master Builders Solutions reserves the right to make any changes according to technological progress or 
further developments.


