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Buildings are complex systems that incorporate a wide
range of specialized materials and systems. As they
age, they need care and maintenance to ensure that
these systems work together to provide the expected
level of performance. Early maintenance typically
involves cleaning and inspection. Older buildings may
need minor repairs. At some point, most buildings will
require major renovation.
Master Builders Solutions Construction Systems
provides a wide range of restoration solutions, from
concrete strengthening and repair to waterproofing
and comprehensive building envelope restoration. The
reFINE program is designed to lever the extensive
resources that Master Builders Solutions provides, with
a focus on the building enclosure.
While restoration has typically focused on prevention and
remediation of damage created by water intrusion, the
challenges and opportunities provided by 21st century
restoration have become much more extensive. Restored
buildings need to look impressive, manage heat, air
and moisture effectively, function with existing structural
elements, and do so in a cost-effective manner.
At the heart of the reFINE program is the unparalleled
efficiency of Finestone insulated wall systems. These
durable and attractive claddings are in service today
on thousands of buildings, in many cases for more
than 40 years. Their combination of light weight and
a high allowable deflection ratio minimizes demands
placed on existing structures.

Finestone insulated wall systems provide up to R-45
continuous exterior insulation and a fluid-applied air/
water-resistive barrier, for thermal efficiency and moisture
management. The exterior skin can be engineered to
provide extreme levels of impact strength. Resistance to
hurricane-force winds is a readily-attained option.
Once performance has been restored to peak efficiency,
final building appearance is a key determinant of the
rent it commands, as well as its market value. Finestone
Chroma™ finishes give design professionals flexibility
to utilize bright, vibrant, fade-resistant colors. Tersus™
coatings provide hydrophobic exteriors that repel dirt and
help buildings stay clean. The reFINE program helps a
reconditioned building look great and perform efficiently.
Building restoration is always a financial exercise. To
drive transformation of existing buildings and regentrify
our cities, the numbers have to work. The reFINE
program offers comprehensive solutions that are
affordable and easy to implement. So your project can
move from spreadsheet to design studio to completion
quickly and effectively.
The reFINE program begins with maintenance of new
buildings, and provides progressively more intensive
solutions that match the needs of aging structures.
The three levels of ReFINE allow buildings to enter the
reFINE program at any point in their life cycle.

Textured finishes create new options for a refreshed building appearance.

Cleaning, Inspection and
Data Collecting
The best looking buildings are clean. And the best
water-related building issues are the ones that
are prevented. Annual cleaning and inspection of
buildings can pay big dividends.
In addition to looking good, a freshly cleaned building
is ready for inspection and minor repairs. Regular
inspection allows facility managers to maintain
records of changes that progressively occur in the
building enclosure, so that potential problems can be
identified and corrected before they become acute.
Whether a building is one year old or 100 years
old, cleaning and inspection is the beginning of an
effective maintenance program, and the most efficient
entry into the reFINE program.
See reFINE EIFS / Stucco Procedures
RES 100 and 101.

Minor Repairs and Refreshed
Appearance
Wear and damage to the building envelope is most
acute when it leads to moisture intrusion. Replacing
sealants and repairing damaged claddings can
eliminate the need for the expensive remediation
necessary after substantial damage has occurred.
Minor repairs are an opportunity as well as an
expense. Application of a skim coat with fiberglass
reinforcement over an existing EIFS or stucco cladding
allows the building to be refinished. This can refresh
the exterior appearance, and facilitate repurposing
a building for new tenants. Finestone acrylic finishes
are available in a wide range of textures and colors.
Customized shapes can be added to further enhance
a refreshed building façade.
Master Builders Solutions provides a number
of additional solutions for refreshing building
appearance. Chroma™ finishes provide bright,
vibrant, fade-resistant colors. Tersus™ hydrophobic
coating technology repels dirt and helps building
maintain their just-cleaned appearance. Custom
colored MasterSeal™ sealants can be used to
accent and enhance visual appeal.
Dramatic changes to the appearance of a building
can be accomplished quickly and inexpensively
with Finestone systems. Resurfacing with
Finestone technology can be an attractive part
of a building repurposing strategy.
See reFINE EIFS / Stucco
Procedures RES 200, 201,
300, 301, 302, 303, 400,
401, 500, and 600.
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Recladding Existing Façades
Recladding is typically part of an overall plan to address multiple issues with an existing building.
Moisture damage, poor indoor air quality (IAQ), diminished occupant comfort, degraded
exterior appearance and high operating costs can come together to create both a need
and a justification for building renewal. Investment in building restoration can
provide rapid project payback, particularly when buildings are repurposed to
higher value uses.
In many cases, Finestone insulated wall systems can be applied
directly on top of an existing cladding. When it is necessary
to remove existing cladding, Finestone wall systems
can be applied to an existing or refurbished base
wall. In all cases, the light weight and high
allowable deflection of Finestone wall
systems provide design flexibility by
minimizing demands placed on
existing structures.
Improved occupant comfort is one
of many benefits of recladding with
Finestone insulated wall systems. A
fluid-applied Finestop air/water-resistive
barrier system can be used to control air
movement through the building enclosure, and
reduce interior pressure differentials that create
drafts and odor migration.
Air that passes through the building enclosure in an
uncontrolled manner brings humidity with it, potentially
leading to condensation and associated mold formation and/
or water-related damage. By sealing the building enclosure and
creating a drainage plane, a Finestop air/water-resistive barrier
system can improve indoor air quality and extend building longevity.
Continuous exterior insulation also provides substantial benefits. By
eliminating thermal bridging, the thermal efficiency of the structure can
be substantially improved. Exterior insulation also moves the dew point
of the building enclosure outward, so that condensation can be managed by
the Finestop air/water-resistive barrier system. Thermal cycling and associated
movements of building structural elements are also reduced by continuous exterior
insulation.
Dramatic improvements in exterior appearance provided by Finestone specialty finishes can
take building restoration to the next level. The end result can be a sustainable improvement
in building performance, transition to higher value building uses, dramatically improved building
service life, and an outstanding return on the capital employed in the restoration process.
See reFINE EIFS / Stucco Procedures RES 600
Contact your local Finestone distributor or Finestone Technical Service Manager for help getting your reFINE
program started. For more information, call 1-800-589-1336.

Finestone Restoration Systems
Pebbletex DCA
Pebbletex DCA is Finestone’s workhorse
wall system because it is simple and highly
effective. Rigid EPS continuous insulation
is adhesively fastened to a Finestop Air/
Water-Resistive barrier. Adhesive fastening
means that the air/water-resistive barrier
is not punctured by mechanical fasteners,
and there is no thermal bridging through
the continuous exterior insulation.
Vertical ribbons of adhesive create a
secondary drainage plane, and provides
very high wind load resistance. The exterior
skin can be made strong enough to pass
the Miami-Dade Large Missile Impact test,
and can be finished in a wide range of
textures and colors.

Pebbletex Adhered Mat Design
Adhered Mat Design provides a solution
to more specialized requirements. After
the air/water-resistive barrier has been
installed, mechanical fasteners attach
a metal or fiberglass lath directly to
framing, and provide supplementary
attachment to underlying sheathing.
Exterior insulation is adhesively fastened
to the lath. Adhered Mat Design provides
a solution where existing substrates are
questionable and where very high wind
loads are a design consideration.
Adhesive fastening of insulation
eliminates thermal bridging across the
exterior insulation. The exterior lamina
can be made as strong as needed, and
Finestone finishes offer a wide range of
appearances.

Pebbletex-D
Pebbletex-D EIFS are mechanically
fastened, and are typically used on low-rise
construction where adhesive fastening is
not practical, and high wind loading is not a
consideration. As with all Finestone EIFS,
the exterior lamina can be designed to have
as much strength as needed, and the full
line of Finestone finishes provides a wide
range of design options.
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LIMITED WARRANTY NOTICE: Master Builders Solutions Construction Systems US, LLC (“Master Builders”) warrants this product to be
free from manufacturing defects and to meet the technical properties on the current Technical Data Guide, if used as directed within shelf
life. Satisfactory results depend not only on quality products but also upon many factors beyond our control. Master Builders MAKES NO
OTHER WARRANTY OR GUARANTEE, EXPRESS OR IMPLIED, INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR
A PARTICULAR PURPOSE WITH RESPECT TO ITS PRODUCTS. The sole and exclusive remedy of Purchaser for any claim concerning this
product, including but not limited to, claims alleging breach of warranty, negligence, strict liability or otherwise, is shipment to purchaser of
product equal to the amount of product that fails to meet this warranty or refund of the original purchase price of product that fails to meet this
warranty, at the sole option of Master Builders. Any claims concerning this product must be received in writing within one (1) year from the date
of shipment and any claims not presented within that period are waived by Purchaser. Master Builders WILL NOT BE RESPONSIBLE FOR ANY
SPECIAL, INCIDENTAL, CONSEQUENTIAL (INCLUDING LOST PROFITS) OR PUNITIVE DAMAGES OF ANY KIND.
Purchaser must determine the suitability of the products for the intended use and assumes all risks and liabilities in connection therewith.
This information and all further technical advice are based on Master Builders present knowledge and experience. However, Master Builders
assumes no liability for providing such information and advice including the extent to which such information and advice may relate to existing
third party intellectual property rights, especially patent rights, nor shall any legal relationship be created by or arise from the provision of such
information and advice. Master Builders reserves the right to make any changes according to technological progress or further developments.
The Purchaser of the Product(s) must test the product(s) for suitability for the intended application and purpose before proceeding with a full
application of the product(s). Performance of the product described herein should be verified by testing and carried out by qualified experts.

